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PRODUCT OVERVIEW
The D1PRO TACTICAL+ Kit can easily be carried on the user’s harness and efficiently deployed when required. The D1PRO TACTICAL+ Kit can 
be used for descent, ascent and hauling.

The D1PRO TACTICAL+ Descender utilises our patented D-Series progressive cam technology and specifically designed ø6mm (1/4”) rope, to 
achieve a fine degree of one-handed control, with performance characteristics comparable with those of an ø11mm (7/16”) rope Descender 
device.

The D1PRO TACTICAL+ Descender has an auto-stop function, which means that the descender will stop on the rope, should the user release 
the control handle. The D1PRO TACTICAL+ Descender is also fitted with a friction spur, which can be used in exceptional circumstances, in 
order to quickly and easily add friction, to increase descent/lowering control.

Kit Components

D1PRO TACTICAL+ Escape Descender [1]

Harness Connector 
KH221SS Aluminium Oval Karabiner [1]

Supersafe Triple-lock Gate, 25kN / 5620lbf
Cordura Pouch [1]

Technora Hollowblock 0.5m Round-sling [1]

Rope Assembly, with Double-action Swivel Snaphook [1]
(27kN / 6070lbf)

Kit Lengths*
KT852A1-020: 20m / 65’

*Bespoke kit lengths available on request

TECHNICAL INFORMATION
Part Code
One-handed Operation
High-friction Mode
Panic Brake
WLL
MBS
Standards
Minimum Temperature
Wear Indicator
Maximum Descent Length
Descent Speed
Slip Force
Device Weight
Rope Weight

Rope Options

KT852
Yes
Yes
No
40-175kg (80-385lb)
14kN (3150lbf)
Meets NFPA
-40°C/F (Dry rope)
Built in
220m (721f)
0.5-2m/s
<4kN (899lbf) Shock Absorber NOT REQUIRED
218g (75oz)
28g/m (0.3oz/ft)

ø6mm (1/4”) QUADRA Nylon Core/ Technora Sheath
ø6mm (1/4”) ESCAPE6 100% Technora


