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General 
ISC equipment & components for the prevention of falls from height meets 
or exceeds the  recognised European, American or other International 
standards. A user instruction manual should accompany this product. It is 
the user’s responsibility to read and understand these instructions before 
use. 

WARNING  

Activities involving the use of this equipment are inherently dangerous- this 
equipment should only be used by a competent person or a person specifi-
cally trained in its use who is under the direct supervision of a competent 
person. 

Responsibility 
It is the user’s responsibility to ensure understanding of the correct safe use 
of this equipment, to use it only for the purposes for which it is designed, 
and to practise all proper safety procedures. It is mandatory that a Risk 
Assessment be carried out prior to any use and a rescue plan be in place 
for any work at height.  

Do not exceed loads either specified by the manufacturer or loads derived 
from the specified MBS using a recognised factor of safety. Do not under 
any circumstances   modify the product as alterations may render it  
ineffective.  

Compatibility 
Always ensure that all components within a safety system are compatible 
and allow the system to function safely. 

Use Inspection 
Immediately before, during and after use make thorough visual inspections 
of the product to  ensure that it is in a serviceable condition and is operating 
correctly.  

Use Requirements 
It is recommended that the viability of any installation should be verified by 
a suitably qualified person. Extreme care should be taken when using this 
product near harmful chemicals, moving machinery, electrical hazards and 
near sharp edges and abrasive surfaces. Wet and icy conditions may cause 
the rope to become slippery. 

Modifications & Repair 
There are no serviceable parts on this device.  

Product Inspection & Maintenance 
In addition to the visual inspections (see Inspection) a thorough examination 
should be carried out by a competent person in line with the applicable 
legislation and the intensity and environment of use. ISC recommends a 
thorough  examination at least every twelve months. The product should be 
immediately withdrawn from use and not used again until confirmed in 
writing by a competent person that it is safe to do so, should any doubt 
arise about its condition for safe use or, if it has been used to arrest a fall. 

Use 
Before each use, verify the correct installation of the rope. Ensure the 
movement can be controlled and is smooth. Ensure the device is attached 
directly to your load bearing harness attachment point using a locking  
karabiner. 

Fig 1 Attachment 
Thread a loop of rope through the large hole of the device, over the top of 
the connection hole. Attach a EN362:2004 connector between device and 
harness. 

Fig 2. Belaying 
When belaying running the rope in the direction shown in Fig 2a will give 
more effective braking. Fig 2b will give limited braking. 

Fig 2d Dynamic Load  Maximum shock load 2—3kN, with a risk of substantial 
rope slip. This could lead to burning of hands and releasing of the rope when 
subjected to a heavy fall. 

Fig 3. Additional Braking 
Additional wraps of rope can be introduced to increase the friction and aid 
the control of a lowering operation. 

All rope adjustment devices create heat when travelling along rope at 
speed, which can cause damage to the rope. Always check the rope for 
damage as well as the device. 

Rollout 
Protect against rollout by ensuring that you choose a suitable connector. 

Storage & Transportation 
The product should be stored in a clean, dry environment avoiding exposure 
to UV, corrosive or chemical substances or extreme heat sources.  
Care should be taken to protect the product against damage during  
transportation. 

Lifespan 
Extreme temperatures and the effects of chemicals, rust, cuts and abrasions 
could affect the performance and lifespan of the equipment, to as little as a 
single use.   The potential lifetime of ISC products is up to 10 years for plastic 
or textile products, and indefinite for metal products. The actual lifetime of a 
product depends on a variety of factors including the intensity of use, the 
frequency of use, the environment in which it has been used, the  
competency of the user, and how well it has been maintained and stored 
etc. Defective equipment shall be put beyond use to ensure it is not used as 
safety equipment. 

Cleaning 
The product must be cleaned regularly (or after every use in a marine  
environment) with a mild detergent.  Afterwards the product should be 
rinsed in clean water and allowed to dry naturally.  

Manufacturer’s Responsibility 
ISC Ltd. or distributor will not be held responsible for any eventual 
damages, injuries or death resulting from an improper use of this 
equipment. If there is any doubt about the compatibility of the products you 
have  chosen please consult the manufacturer. 


